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	PRODUCT DESCRIPTION


The models E50 and E55 are professional walk-behind scrubber-dryers, ideals for the cleaning of surfaces between 250 m² and 2.000 m². 

With a cleaning width of 500mm and 550 mm and a speed of 4,3 km/h, these models boast an area coverage of 2.200 m²/h.

Here after, the most important characteristics of this model:

· Strong anti-corrosion structure guaranteed several years;

· ESCS (Eureka Solution Control Stop-Valve) cuts off or activates the flow of solution upon brush command (standard on Trac version);
· Adjustable brushing head for an optimal traction stability on all type of floors;

· Adjustable solution flow;

· Parabolic squeegee with a double adjustment, equipped with LINATEX blades to grant a perfect drying;

· EDS (Eureka Dosing System) on board detergent dosing system (optional);
· Anti foam device;
· Electronic traction (optional).

The models 50 and 55 are available in the BASE and TRAC versions and can be equipped with several available options.
	BRUSHES AND SQUEEGEE


· The E50 and E55 have a cleaning width of 500 and 550mm, a squeegee width of 830 mm and boast an area coverage of 2.000 – 2.200 m²\h.

· The brush pressure is fixed (31Kg for the E50 and 43,50 for the E55). 
· An electromagnetic valve (optional) starts the water flow slightly before the rotation of the brush or pad. 
· Adjusting knob: to adjust the brush angle thus counterbalancing the sense of direction of the machine.
· Brush connection: the brush can be quickly connected/ disconnected without need for tools.
· Brush engine: direct drive to the brush (no belt).
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· Brushing die cast aluminium  head equipped with protection wheels.
· Brushing Head adjusting handle.

· The parabolic squeegee with double adjustment is equipped with LINATEX blades in order to grant an excellent drying. 
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	Applications


It is suitable to clean all paved floors, internal and external like: ceramic tiles, marble, cement, linoleum, porcelain tiles and with any kind of dirt.

· Factories
· Communities
· Schools
· Churches
· Hospitals                               
· Swimming pools
· Airports
· Locker rooms
· Commercial centres
· Logistic centres
· Cleaning companies
· Restaurants
	Standard ACCESSORIES


· ON-BOARD BATTERY CHARGER 
· NO TOOLS, easy BRUSH COUPLING SYSTEM 

· ADJUSTABLE PRESSURE AND INCLINATION SQUEEGEE 

· SELF-LEVELING BRUSH DECK SEALING RUBBER 

· BATTERY CHARGE INDICATOR WITH SAFETY POWER CUT-OFF 

· SUPERELASTIC, NON-MARKING REAR TYRES 

· WATER FLOW DOSING
OPTIONAL ACCESSORIES
· WET TUBOLAR BATTERIES 12V – 105 AH

· AGM BATTERIES 12V – 90 AH
· BRUSH IN PPL 0,9 – 0,6
· PAD HOLDER
· ABRASIVE BRUSH 1,2
· INOX SQUEEGEE (without blades)
· HOURMETER
· DETERGENT DOSING SYSTEM
· ESCS (Eureka Solution Control Stop Valve)
TRACTION
The E50/ E55 use the following types of traction:
· Mechanical traction, available with the BASE version (operated by the rotation of the brush)

· The version Trac (the traction is ELECTRONIC, with a variable control) 
BATTERY CHARGER
The batteries charger is a standard equipment on these models. 

To charge the batteries just plug the cable into an outlet of 220V with the machine off. It is better to turn off the machine before making this type of operation, if it was not the case, a safety mechanism automatically shut off the machine when inserting the plug and then it will turn it on once the plug is disconnected.
 POWER SUPPLY     
The E51 is available with the following batteries (optional):

1. AGM batteries : 2 x 12V (90 AH)
· they don’t need maintenance 

· there is no exhalation gas during loading

· there is no acid dispersion

-    they are completely sealed (there is no hole for inspection)
2.  Wet batteries: 2 x 12V (105 AH) 
The machine can be adapted to any kind of battery simply changing the charging type in the battery charger.
VACUUM ENGINE
The 2 stages vacuum engine, 24V - 400W – 14/15 AH creates a depression of 1183 mm/ H20.
TANKS
The tanks are 2 : the solution tank (40L) and the recovery tank (50L).
The special design of the recovery tank and the big diameter draining pipe allow to empty completely the dirty water, IN A VERY SHORT TIME, without leaving any type of rest and without manual interventions.
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Scrubbing width with 1 brush 

Scrubbing width with disk

Brush pressure with full solution 

tank and empty recovery tank

Kg 35 Kg 34 Kg. 37

Brush pressure with empty 

solution tank and full recovery tank

32,5 Kg 32 Kg. 35

Solution tank capacity 

Recovery tank capacity

Forward speed

Max gradients

Turning radius

Brush plate jut 

Size (without squeegee) mm 1200 x 640 x 960h

Width (with squeegee)

Weight: without battery and 

brushes

Kg 73 Kg 78 Kg. 76

Weight with 2*12V*85Ah(5h) 

acid/lead batteries

Kg 127 Kg 132 -

Weight with 2*12v*105Ah(5h) 

TROJAN lead acid batteries

Kg 145 Kg 150 -

Weight with 2*12v*90Ah(5h) 

ZENITH agm batteries

Kg 136 Kg 141 -

Size of export packing

Weight of export packing

Available brushes  

Disk

Reduction brush motor model

MRI71V075 15 EUR.004B - 230VAC 

–F 50/60 HZ - 400W – 1,8A – 155 

RPM – IP 20 S1  (Eureka code : 

Power absorption with still 

machine and raised brush

0,3 - 0,5 A/h

Power absorption with still 

machine and 0,9 ppl brush working 

on a metal plate

0,8 - 1 A/h

Power absorption, still machine,  

0,9 ppl brush working on a smooth 

concrete floor

1,5 - 1,7 A/h



          TECHNICAL SPECIFICATIONS E50



E50



MAIN 

SPECIFICATION

S

mm 500 = m²/h 2150

mm 480 = m²/h 2064

Lt 40

Lt 50

0 to 4,3 Km/h

20% (with empty tank)

mm 690

right side 45 mm - left side 0



SIZE AND 

WEIGHT

mm 830

cm 140 x 68 x 114h = m³ 1.085

Kg 25,5

mm 1200 x 535 x 960h



SCRUBBING 

HEAD

Ø mm 460 / 500

Ø 19" (460 mm)

2,8 - 3,2 A/h

8,5 - 9,5 A/h

13 - 15 A/h

MR171V066- 24V – 600W – 33A – 180 RPM – IP 

20 S1  (Eureka code : 610073)
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Type Brush drive

Forward drive by mean 

of differential motor, 

electronically controlled

Brush drive

Differential traction motor model

MOA05-2132D-

24V–95rpm –180W– 

9.5A – IP44 S2 60’ 

(Eureka code: 610069)

Motor absorption, unloaded 1,3 - 2,3 A/h

2 - 4 A/h

Vacuum motor model

711429 VRV (2 stage) - 230V - 

F50/60HZ - 400W- 1,8 A/h  ( Eureka 

code: 610086 )

Water lift

Air vacuum filter

Type

Solution flow rate

Detergent dosing pump model 

(optional)

POWER 

ABSORPTION

Total absorption in normal 

condition and full tank

Lead acid

Lead acid

AGM

Size of battery tray

Model

Settings

WHEELS

Front wheels

Max

Operator ear

Right arm

Left arm

TRACTION



VACUUM

711376 VRV (2 stage) - 24V - 400W- 14-15 A/h  

(Eureka code: 610075 )

Yes

mm H2O 1183



25 - 26 A/h



E50



SOLUTION 

FLOW

By gravity

0 - 2,3 Lt/min

E514 -  24V  32W  1,5 A/h - detergent flow adjustment 1 to 5 %                        (Eureka 

code : 680350)

BATTERIES

2 x 12V - 85 Ah (in c5), NBA, unit size: 308 x 175 x 

225h, unit weight: kg  27

2x12V-105Ah (in c5),TROJAN TJ120120, unit size: 

mm330x171x241h, unit weight: kg 36

2x12v-90Ah (in c5),ZENITH, unit size: 

mm328x172x219h, unit weight: kg 31,5

mm 335 x 355 x 250h



BATTERY 

CHARGER

NE286 – 24V 11A, input voltage from 100 to 

240V (+/– 10%) 50/60 Hz

adjusted for lead/acid battery, but can be re-

adjusted for GEL-AGM Zenith or SONNENSCHEIN 

battery



Ø mm 200 x 50 full rubber type, non-marking, oil-proof, nylon core, coated in 

polyurethane



NOISE LEVEL

dB (A)

73 - 74 dB (A)



VIBRATIONS

m/s² 0,6

m/s² 0,6
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Scrubbing width with 1 brush 

Scrubbing width with disk

Brush pressure full solution tank 

and empty recovery tank

Kg 44 Kg 45

Brush pressure empty solution 

tank and full recovery tank

Kg 40,5 Kg 40

Solution tank capacity 

Recovery tank capacity

Forward speed - reverse speed

Max gradients

Turning radius

Brush plate jut 

Size (without squeegee)

Width (with squeegee)

Weight: without battery and 

brushes

Kg 78,5 Kg 83,5

Weight with 2*12V*85Ah(5h) 

acid/lead battery

Kg 132,5 Kg 137,5

Weight with 2*12V*105Ah(5h) 

Trojan lead/acid batteries

Kg 150,5 Kg 155,5

Weight with 2*12V*90Ah(5h) 

Zenith AGM battery

Kg 141,5 Kg 146,5

Size of export packing

Weight of export packing

Available brushes  

Disk

Reduction brush motor model

Motor absorption (unloaded)

Motor absorption (still machine 

and 0,9 ppl brush working on a 

metal plate)

Power absorption (still machine, 

0,9ppl brush working on a smooth 

concrete floor)

Type Mechanical, Brush drive

Forward drive by mean of 

differential motor, electronically 

controlled

Differential traction motor model —

MOA05-2132D - 24V – 95 rpm – 

180W – 9.5A – IP 44 S2 60’ (Eureka 

code:610069 )

Motor absorption (unloaded) — 1,3 - 2,3 A/h

Motor absorption (fully loaded) —

2 - 4 A/h ( max speed, with a 0,9 ppl 

brush on a smooth concrete floor,  

with a full tank



         TECHNICAL SPECIFICATIONS E55



E55



MAIN 

SPECIFICATION

S

mm 550 = m²/h 2365

mm 540 = m²/h 2322

Lt 40

Lt 50

0 to 4,3 Km/h

20% (with empty tank)

mm 753

right side 80 mm – left side 0 mm



SIZE AND 

WEIGHT

mm 1210 x 570 x 960h

mm 830

cm 140 x 68 x 114h = m³ 1,085

Kg 25,5



SCRUBBING 

HEAD

Ø mm 530 / 550

Ø  21" (530 mm)

MRP S114LE - 24V – 750W – 38A – 180 RPM – IP 20 S2 120’ (Eureka code: 

610072)

2,5 - 3 A/h 

11 - 14 A/h

17 - 21 A/h



TRACTION
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Vacuum motor model

Water lift

Water pump model

Solution flow rate

Detergent dosing pump model 

(optional)

POWER 

ABSORPTION

Total absorption in normal 

condition and full tank

Lead acid

Lead acid

AGM sealed battery

Size of battery tray

Model

Settings

WHEELS

Type

Max

Operator ear

Right arm

Left arm



VACUUM

711376 VRV (2 stage) - 24V - 400W - 14-15 A/h  (Eureka code: 610075 )

mm H2O 1183



SOLUTION 

FLOW

— (by gravity)

0 - 2,3 Lt/min

E514 -  24V  32W  1,5 A/h, detergent flow adjustment 1 to 5 %                      

(Eureka code : 680350 )

Ø mm 200 x 50 full rubber type, non-marking, oil-proof, nylon core, 

coated in polyurethane

31 - 34 A/h (equipped with 2 x 12V-85Ah (in C5) batteries, with full tank 

(40 Lt), with 0,9 PPL brush, with squeegee and vacuum motor on, on a 

smooth concrete floor)



E55



BATTERIES

2 x 12V - 85 Ah (in c5), NBA, unit size: 308 x 175 x 225h,                                                 

unit weight: kg 27

2x12V-105Ah (in c5),TROJAN, unit size: mm330x171x241h,                                               

unit weight: kg36

2x12V – 90 Ah (c5), AGM Zenith, unit size: mm328x172x219h,                                        

unit weight: kg 31,5



BATTERY 

CHARGER

NE 286 - 24V 11A, input voltage from 100V to 240V (+ / – 10%) 50/60 Hz

adjusted for lead/acid battery, but can be re-adjusted for GEL-AGM 

Zenith or SONNENSCHEIN battery



mm 335 x 355 x 250h

VIBRATIONS

m/s² 0,6

m/s² 0,6



NOISE LEVEL

dB (A)

dB (A) 73 - 74


  COMPARISON SHEET – E50 base vs FIMAP MY 50 and NILFISK SC450B                                                                         
	MAIN FEATURES
	E50
	FIMAP MY 50
	NILFISK SC450B

	Cleaning width
	500mm
	510mm
	530mm

	Squeegee width
	830mm
	680mm
	760mm

	Brush pressure
	31kgs
	27,50kgs
	34kgs

	Naked machine weight
	73kgs
	62kgs
	76kgs

	Productivity
	1.500 m²/h
	1.600 m²/h
	1.590 m²/h

	Climbing rate
	3%
	2%
	2%

	Brushes n°
	1
	1
	1

	Tanks capacity
	40 l – 50 l
	40 l – 40 l
	40 l – 45 l

	Noise level
	73dB
	-
	68dB

	Water flow (l/m)
	0-2,3
	-
	0-1,8

	Rated power
	1.000W
	870W
	810W

	Easy brush connection
	Yes
	Yes
	Yes

	Rpm brushes
	180
	135
	154

	Speed (km/h)
	3
	3
	3

	On board charger (standard)
	Yes
	No
	No

	Water lift
	1.183 mm/H²O
	-
	-

	Brush engine rated power
	600 W
	560 W
	-

	Vacuum engine rated power
	400 W
	310 W
	-

	Autonomy (with 24V 90 Ah Gel battery)
	3H15
	2H
	2H15


	COMPARISON SHEET – E50 base vs COMAC L20 and RCM GO 531


	MAIN FEATURES
	E50
	COMAC L20
	RCM Go 531

	Cleaning width
	500mm
	510mm
	530mm

	Squeegee width
	830mm
	680mm
	745mm

	Brush pressure
	31kgs
	27,50kgs
	-

	Naked machine weight
	73kgs
	62kgs
	68kgs

	Productivity
	1.500 m²/h
	1.600 m²/h
	1.590 m²/h

	Climbing rate
	3%
	2%
	2%

	Brushes n°
	1
	1
	1

	Tanks capacity
	40 l – 50 l
	40 l – 40 l
	45 l – 48 l

	Noise level
	73dB
	-
	-

	Water flow (l/m)
	0-2,3
	-
	-

	Rated power
	1.000W
	870W
	1.000W

	Easy brush connection
	Yes
	Yes
	Yes

	Rpm brushes
	180
	135
	-

	Speed (km/h)
	3
	3
	3

	On board charger (standard)
	Yes
	No
	No

	Water lift
	1.183 mm/H²O
	-
	-

	Brush engine rated power
	600 W
	560 W
	-

	Vacuum engine rated power
	400 W
	310 W
	-

	Autonomy (with 24V 90 Ah Gel battery)
	3H15
	2H
	1H45


	COMPARISON SHEET – E55 base vs FIMAP MY50 B and RCM GO 552


	MAIN FEATURES
	E55
	FIMAP MY 50 B
	RCM Go 552

	Cleaning width
	550mm
	550mm
	540mm

	Squeegee width
	830mm
	780mm
	745mm

	Brush pressure
	43kgs
	27,50kgs
	-

	Naked machine weight
	78,50kgs
	62kgs
	73kgs

	Productivity
	1.650 m²/h
	1.650 m²/h
	1.620 m²/h

	Climbing rate
	3%
	2%
	2%

	Brushes n°
	1
	1
	2

	Tanks capacity
	40 l – 50 l
	40 l – 40 l
	45 l – 48 l

	Noise level
	73dB
	-
	-

	Water flow (l/m)
	0-2,3
	-
	-

	Rated power
	1.150W
	870W
	800W

	Easy brush connection
	Yes
	Yes
	Yes

	Rpm brushes
	150
	135
	-

	Speed (km/h)
	3
	3
	3

	On board charger (standard)
	Yes
	No
	No

	Water lift
	1.183 mm/H²O
	-
	-

	Brush engine rated power
	750 W
	560 W
	-

	Vacuum engine rated power
	400 W
	310 W
	-

	Autonomy (with 24V 90 Ah Gel battery)
	2H25
	2H
	2H15


	COMPARISON SHEET – E55 base vs COMAC L22 and NUMATIC TTB 4055


	MAIN FEATURES
	E55
	COMAC L22
	NUMATIC TTB 4055

	Cleaning width
	550mm
	550mm
	550mm

	Squeegee width
	830mm
	780mm
	-

	Brush pressure
	43kgs
	27,50kgs
	-

	Naked machine weight
	78,50kgs
	62kgs
	-

	Productivity
	1.650 m²/h
	1.650 m²/h
	1.650 m²/h

	Climbing rate
	3%
	2%
	2%

	Brushes n°
	1
	1
	1

	Tanks capacity
	40 l – 50 l
	40 l – 40 l
	40 l – 40 l

	Noise level
	73dB
	-
	69 dB

	Water flow (l/m)
	0-2,3
	-
	0-2

	Rated power
	1.150W
	870W
	800W

	Easy brush connection
	Yes
	Yes
	Yes

	Rpm brushes
	150
	135
	100

	Speed (km/h)
	3
	3
	3

	On board charger (standard)
	Yes
	No
	No

	Water lift
	1.183 mm/H²O
	-
	-

	Brush engine rated power
	750 W
	560 W
	400 W

	Vacuum engine rated power
	400 W
	310 W
	400 W

	Autonomy (with 24V 90 Ah Gel battery)
	2H25
	2H
	2H15
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