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The XTREMA is a compact, completely hydraulic controlled high dump sweeper designed and manufactured by Eureka to sweep congested areas as well as large floor spaces.

· It has a main brush width of 800 mm, a total sweeping path of 1400 mm and a cleaning capacity, at full speed, of 11.900 sq/m/h.

· The compactness of this sweeper, with its small turning radius (1.600 mm) makes it particularly suitable for sweeping in narrow, confined areas not accessible by larger machines, yet at a speed and productivity of larger sweepers.

· The multi-level-dump hopper, located in the rear of the machine, can be hydraulically raised up to 1350 mm from the floor, and has a volume capacity of 150 liters.

· The frame is particularly strong to ensure superior durability, though a particular attention has been given to the external finish to give it a very aesthetic appearance.

· The price of the XTREMA will enable users with a small budget to acquire the efficiency of a larger high-dump sweeper at a price they can justify and afford.
	


POWER EFFICIENCY:

	· Hydraulically driven traction, container lift, brushes and vacuum fan, enable the Xtrema clean the dirtiest floors very rapidly, and keep routine maintenance very simple thus reducing downtime.

	· The powerful Kubota engine grants world-wide assistance. More horsepower, twin cylinder, and liquid cooled system allows for overall better performances, and longer lasting life.

	· The hydraulic drive on the front wheel enables the Xtrema to climb 20% gradients, particularly useful when working on slippery parking garage ramps where rear-driven wheel machines may have problems.
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	FILTERING EFFICIENCY
Xtrema is equipped with a polyester bag filter which is particularly efficient for the retaining of fine dust, and has a much longer lasting life than other traditional filters. Our competitor machines offer a panel filter system which has disadvantages such as rapid clogging and dust coming out from the filter seals.
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	· The hopper has been designed to separate and immediately retain the heavier particles of dust before they even reach the filter.

	
	

	· The extra-large suction fan generates tremendous suction for the definitive in dust control performance.

	
	

	· A highly efficient dust filter-shaker provides extreme cleaning without the need for filter removal.  Operators are never exposed to dust while cleaning the filters. An optional, automatic filter-shaking system is available on request.



WASTE COLLECTION EFFICIENCY
	To enable the main brush (80 cm width) to work on most floor types, we have designed a 3 section bristle brush.  Integrated in the same brush are: a fine bristle section for fine dust, a thicker bristle section for heavier dust, and a heavy bristle section for large debris. 
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	· The rear loading system enables better filling capacity than the front loading system.



	· The brush pressure on the floor can be adjusted while working. This is done thanks to an exclusive, precise control positioned on the dashboard. 
	

	
	

	· The main brush floats for better performances on uneven floors, and automatically adjusts itself to the wear. 


	· The side brush (550 mm) is retractable with front\side anti-shocks, and has an adjustable pressure facility.  An optional second side brush is available to increase sweeping width.

· The main brush will stop automatically every time the hopper is lifted.

· Lever actuated litter gate opens sweeping chamber to collect larger sized debris
	


MANEUVERABILITY EFFICIENCY
	· The compactness of this sweeper, with its small turning radius (1.600 mm) makes it particularly suitable for sweeping in narrow, confined areas not accessible by larger machines, yet at a speed and productivity of larger sweepers.
	

	· Strong hydraulic drive system, variable speed controlled up to 8,5 Km/h, by means of two pedals (fwd & rev) 
	

	· The rear loading system enables better visibility and filling capacity than the front loading system. Total visibility and easy entry/exit from both sides allow the operator effortless access to narrow spaces.


	

	· An exclusive “counter-rotating wheel system”, added to excellent visibility and assisted-steering, enable the Xtrema to operate in narrow spaces with extreme simplicity and maneuverability.
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	· Easy to use controls enable the operator to focus on sweeping to get the job done rapidly and efficiently.
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	· Tough steel bumper helps protect the property and machine in tight areas.

	· The multi-level-dump hopper, equipped with hydraulic actuated litter gate, is located in the rear of the machine, can be hydraulically raised up to 1350 mm from the floor, thus enabling easier maneuverability in occasion of dumping operations
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	· Large diameter wheels are fitted all round to allow for efficient work on uneven surfaces, to overcome slopes and to get onto pavements. All wheels are of “full rubber” type,  therefore you will not have to worry about checking air pressure or repair flats.

	· Headlights are equipped as standard to illuminate the working area in case of poor visibility.
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SERVICING EFFICIENCY
	· All parts, motors, engines etc. are easily accessible for servicing, as side, upper and rear panels can be totally opened. 
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	· The dust-filter can be cleaned or replaced in a few seconds.



	· The main brush can be rapidly replaced without tools.
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	· Fuel tank conveniently located at operators easy reach


	


MAJOR USERS 

	· Food industry

· Trucking and warehousing

· Paper and allied products

· Chemical industry

· Cleaning contractors
· Shopping malls
· Car parks
· Lumber and wood products
· Service stations
· Airports 
· Breweries

	


	
	
	

	

	
	


OPTIONAL EQUIPMENT
	· Complete head/tail light package 

· Audio/visual back-up alarms

· Overhead guard

· PVC windscreen
	· Left side brush

· Side brush/es speed adjustment device

· Automatic filter-shaking system

· Flashing lights

· Polyester bag filter coated with Polyurethane class USGC


SUMMARY OF KEY FEATURES 
· ALL FEATURES CONTROLLED BY HYDRAULIC MOTORS (More power, longer lasting life, less maintenance)

· POWERFUL KUBOTA, WATER COOLED DIESEL ENGINE (More power, better performances, world-wide assistance)

· LARGE CAPACITY DIRT CONTAINER (Better productivity, reduced emptying times)

· BACK LOADING SYSTEM (Added capacity, better visibility)
· POLYESTER BAG FILTER, CLASS USG (More efficient on fine dust, longer lasting life)
· MULTI-BRISTLE MAIN BRUSH, FLOATING, SELF-ADJUSITNG (Better sweeping performances)

· EXCELLENT VISIBILITY (The operator sits in front)
· PRESSURE OF MAIN BRUSH CAN BE ADJUSTED WHILE WORKING (Reduced downtimes, better sweeping performances)
· RAPID REPLACEMENT OF MAIN BRUSH (Reduced downtimes)
· EXCLUSIVE “COUNTER-ROTAING” WHEEL SYSTEM (Increased maneuverability in narrow spaces, 160 cm turning radius)

· RETRACTABLE SIDE BRUSH (Better protection against bumps)
· LARGE DIAMETER TIRES (More efficient on uneven floors)
· FULL RUBBER TIRES (No worry about checking air pressure or repair flats)
· EASY TO USE CONTROLS (The operator will focus on sweeping)

· EASY ACCESS FOR SERVICING

· STRONG METAL STRUCTURE (Higher durability)
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Cleaning path only main broom

mm 800 = m²/h 6800 mm 800 = m²/h 6000

Cleaning path with 1 side brooms

mm 1100 = m²/h 9350 mm 1100 = m²/h 8250

Cleaning path with 2 side brooms

mm 1400 = m²/h 12600 mm 1400 = m²/h 11200

Max forward speed

9 Km/h 8 Km/h

Max reverse speed

5 Km/h 4,5 Km/h

Capacity of dirt container 

(weight/volume)

Dumping height

Max recommended gradients - 

working

15%

15% (motor will be stopped by 

safety valve after 10 min at 15% 

gradient)

Max recommended gradt - driving 

only

20% 15%

Turning radius

U- turn space

Width without side broom

Width with 1 side broom

Width with 2 side broom

Length without side broom

Length with 1 side broom

Height including driver's seat

Height including steering wheel

Max height with overhead guard

Main brush width and diameter

Speed of rotation 550 rpm 520 rpm

Side brush diameter

Speed of rotation

Weight Kg 790 — 

Without battery —  Kg 620

With battery 24V – 360 A —  Kg 920

Size of packing box

Weight of packing box and pallet



WEIGHT



PACKING

cm 127 x 175 x 167h = m³ 3,71

Kg 85 ( 65 Kg only pallet )



BRUSHES

mm 800 x Ø mm 310 (floating - self levelling - mixed ppl, 3ppl ranks 0,58 x 

0,9 x 1,2)

Ø  mm 550 ( 3  PPL ranks - 1,2 each)

85 rpm



SIZE

mm 1125

mm 1262

mm 1400

mm 1590

mm 1695

mm 1430

mm 1480

mm 2115

MAIN 

SPECIFICATION

Kg 150 / Lt 130

mm 1350 ( back loading system, hydraulically controlled)

mm 1600

mm 2750



                                    TECHNICAL SPECIFICATIONS XTREMA



XTREMA
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Engine model

Kubota Z 602 E - water cooled - twin 

cylinder DIN 6271 NB

— 

Rated power (rpm 3200) Kw 10,3 (Hp 14) — 

Electric start 12V - 800W — 

Start battery 12V - 74 Ah — 

RPM (Eureka's adjustment) 3000 — 

Alternator 12 V - 40A — 

Engine air filter Present with VORTEX prefilter — 

Fuel tank Lt 11,2 — 

Fuel consumption at 3000 rpm Lt/h 1,4 - 1,25 — 

Running time with full tank 8-9 hours — 

Full tank meter Yes — 

Liquid cooling 50% + 50% — 

Recommended oil (tank 0,6 lt) SAE 10W - 40 (superdiesel) — 

Capacity of oil tank Lt 2,5 — 

Radiator capacity Lt 3,5 — 

Motor model — 

24V - 2000W 2900 rpm - 150 Ah -       

8 carbon brushes, 3 protections

Power absorption machine not 

working

—  62 A/h

Power absorption machine not 

working - brushes on

—  93 A/h

Average power absorption 

machine working, with fan/main & 

side brush/flashing light on

—  98 A/h

Traction pump 14 cm³ pistons - variable flow — 

Traction hydraulic motor EATON series 2000 - 200 cm³ — 

Servo control Hydraulic by pedal — 

Drive wheel model — 

24V - 900W 3000 rpm (4 carbon 

brushes, 2 protections)

Power absorption unloaded —  30 A/h

Power absorption loaded & 

working

—  50 A/h

24V -360 Ah heavy duty battery — 

415x514x513 mm ( 300 Kg battery + 

tray) (247 kg dry battery + try)

Battery element —  DIN 4 PZS-L 360

Hydraulic oil type

Oil tank capacity  Lt 16

Lt 5,5

Oil in the hydraulic system 

including the tank

Lt 20 Lt 6,5

Oil flow Lt/min 49 Lt/min 4

Number of HYDRAULIC MOTORS

4-5* (1 x traction, 1 x main brush, 1* 

x each side brush, 1 x vacuum fan, 1 

x container lift)

0

Traction motor EATON series 2000 - 200 cm³ — 

Main brush motor EATON model type J - 20 cm³ — 

Side brush motor EATON model type H - 100 cm³ — 

Vacuum fan motor MZ gear type - 3,5 cm³ — 

Number of PUMPS

3 ( 1 x traction, 1 x fan, 1 x brushes 

and container lift)

1 ( container lift)

Traction pump

Main and side brush pump Gear type HP - 4,35 cm³ — 

Vacuum fan pump Gear type HP - 6 cm³ — 



RECOMMENDE

D BATTERY



HYDRAULIC 

SYSTEM

MOBIL HYDRO HV46

BONDIOLI PAVESI - 14 cm³ pistons - variable flow

TRACTION DK

Hydraulic motor on front wheel

TRACTION EB

Electric motor on front wheel



KUBOTA DIESEL 

ENGINE 

ELECTRIC 

MOTOR 



XTREMA
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Type of filter (STANDARD)

Number of filters

Filtering capacity

Total filtering area

Vacuum pressure mm/H²O 210  mm/H²O 160

Vacuum capacity m³/h 802 m³/h 690

Type of filter (OPTIONAL)

Filtering capacity

Number of wheels

Type of wheels

Drum brakes on rear wheels

Rear wheels diameter mm 303 ( thickness: mm 90) mm 303 ( thickness: mm 90)

Front wheel diameter mm 303 ( thickness: mm 90) mm 254 ( thickness: mm 100)

Average level of acoustic pressure

Lpm = 84,5 Db Lpm = 73 Db

Acoustic power level

Lwa = 101 Db Lwa = 87 Db

Granted acoustic power level 

Lwa,g = 105 Db Lwa,g = 90 Db

Acoustic pressure level at the 

operator’s ear

82 Db 72 Db

Left side brush (to be ordered with 

machine)

x (hydraulic motor) x (electric motor)

Side brush/es speed adjustment 

device

x — 

Automatic filter-shaking system x x

Flashing lights (12V) Kit 

(compulsory in EEC countries)

x x

Acoustic signal kit (reverse speed) - 

12V 

x x

Reverse speed warning light kit x x

Complete lights set (F/R 

lights+blinkers+brakes lights)

x x

Polyester bag filter kit - coated 

with polyurethane - class USGC

x x

Overhead guard kit x x

Polycarbonate, anti-scratch 

windscreen kit

x x

Heavy duty battery 24V - 360 Ah —  x (lead time 60 day)

24V battery charger —  x

OPTIONAL 

ACCESSORIES



WHEELS

3 (1 front - 2 rear)

full rubber - non marking



Ø mm 125 x 25 By pedal and wire cable

NOISE LEVEL



FILTERING 

SYSTEM

Polyester bag filter 452 KLEENTES, 450 g/m² (Class L-ex USG) - Eureka 

code 520063

1

99,50%

5 sq\mts.

Polyester bag filter coated with polyurethane T452 NOVATES, 470 g/m² 

(Class M-ex USGC) - Eureka code 520064

99,90%



XTREMA


MODEL „XTREMA“ vs KARCHER KM 120/150 R and Hako JONAS 1150 
	MAJOR CHARACTERISTICS
	XTREMA DK-EB
	KARCHER KM 120/150 R
	HAKO JONAS 1150
	NOTES

	Cleaning path only main broom
	800 mm
	850 mm
	770 mm
	1

	Cleaning path main broom + 1 side broom
	1100 mm
	1200 mm
	1050 mm
	2

	Cleaning path main broom + 2 side brooms
	1400 mm
	1450 mm
	1350 mm
	3

	Max cleaning capacity
	11.900 m²/h
	11.600 m²\h
	12.150 m²/h 
	4

	Max. forward speed 
	8,5  Km\h
	8 Km\h
	9 Km\h
	5

	Capacity of dirt container ( REAL volume )
	150 l
	150 L
	110 l
	6

	Loading system
	Rear - hydraulic
	Rear - hydraulic
	Rear – hydraulic
	

	Dumping height 
	1.350 mm
	1500 mm
	1300 mm
	7

	Flap lift
	Yes
	YES
	Yes
	

	Max. recommended gradients 
	20 %
	18%
	16%
	8

	BRUSHES
	
	
	
	

	Main brush drive
	Hydraulic
	Hydraulic
	Hydraulic
	9

	Floating \ Self-leveling
	YES
	YES
	Yes
	

	Rapid replacement
	YES
	NO
	Yes
	

	Multi-bristles main brush
	YES - STANDARD
	YES - STANDARD
	NO
	10

	Side brush diameter
	550 mm
	 
	480 mm
	

	FILTERING SYSTEM
	
	
	
	

	Type of filter
	Polyester bag
	Round
	Cartridges
	11

	Filtering capacity
	99.5 %
	99.5 %
	95 %
	

	Number of filters
	1
	
	75
	

	Total filtering area
	5 m²
	9 m²
	3,1 m²
	

	Filter shaking system
	Electric
	Electric
	Electric
	

	DRIVE SYSTEM (DK VERSION)
	
	
	
	

	Drive 
	Hydraulic motor on front wheel
	Hydraulic motor on rear wheels
	Hydraulic motor on front wheel
	

	Type of wheels
	Full rubber- Non marking type
	Pneumatic
	Full rubber
	12

	Turning radius
	1600 mm
	 
	2040 mm
	13

	DIESEL ENGINE ( DK )
	
	
	
	

	Model 
	Kubota Model Z 602 E
	Yanmar L70AE-DE
	Lombardini
	14

	Rated Power
	14 hp 

Two Cylinders - Liquid Cooled
	6 hp

One Cylinder – Air cooled
	7 hp

1 Cylinder - AIR Cooled
	15

	SIZE
	
	
	
	

	Max width
	1400 mm
	1223 mm 
	1350 mm
	

	Length with side broom
	1695 mm
	1900 mm
	1750 mm
	

	Height including seat
	1430 mm
	1390 mm
	1420 mm
	

	WEIGHT
	
	
	
	

	Weight 800 DK
	761 Kg
	630 Kg
	820
	


MODEL „XTREMA“ vs KARCHER KM 120/150 R and Hako JONAS 1150 
	NOTE NUMBER
	FEATURE\BENEFIT

	1/2/3/4/5
	The large main brush combined to a large sweeping path and a faster operational speed, allows for an overall larger working capacity and productivity. 

	6
	The capacity of the dirt container is larger than most competitors’, thus granting better productivity and reduced emptying times.

	7
	Much easier maneuverability in occasion of dumping operations. 

	8
	The hydraulic drive allows the Xtrema to overcome steep gradients

	9
	Compared to Karcher’s system, hydraulic driven main brush allow for better sweeping performances and easier, less frequent maintenance.

	10
	To enable the main brush to work on most floor types, we have designed a 3 section bristle brush.  Integrated in the same brush are: a fine bristle section for fine dust, a thicker bristle section for heavier dust, and a heavy bristle section for large debris.

	11
	Xtrema is equipped with a polyester bag filter which is particularly efficient for the retaining of fine dust, and has a much longer lasting life than other traditional filters.

	12
	All wheels are of "full rubber" type, therefore you will not have to worry about checking air pressure or repair flats. Large diameter wheels are fitted all round to allow for efficient work on uneven surfaces, to overcome slopes and to get onto pavements. 

Moreover, non-marking tires allow working on white floors without marking the area all over.

	13
	An exclusive “counter-rotating wheel system”, added to excellent visibility and assisted-steering, enable the Xtrema to operate in narrow spaces with extreme simplicity and maneuverability.

	14/15
	Kubota brand grants world-wide assistance. More horsepower, twin cylinder, and liquid cooled system allows for overall better performances, and longer lasting life.


MODEL „XTREMA“ vs DULEVO 1100 AND TENNANT 6200  

	MAJOR CHARACTERISTICS
	XTREMA DK-EB
	DULEVO 1100
	TENNANT 6200
	NOTES

	Cleaning path only main broom
	800 mm
	750 mm 
	710 mm
	1

	Cleaning path main broom + 1 side broom
	1100 mm
	1100 mm
	1070 m
	2

	Cleaning path main broom + 2 side brooms
	1400 mm
	1350 mm
	1400 mm
	3

	Max cleaning capacity
	11.900 m²/h
	9.450 m²/h
	11.340 m²/h
	4

	Max. forward speed  DK 
	8,5  Km\h
	7 Km\h
	8,1 Km/h
	5

	Capacity of dirt container ( REAL volume )
	150 l
	140 l
	125 l
	6

	Loading system
	Rear - hydraulic
	Front – hydraulic
	Rear - hydraulic
	7

	Dumping height 
	1.350 mm
	1340 mm
	1345 mm
	8

	Flap lift
	Yes
	NO
	Yes
	9

	Max. recommended gradients 
	20 %
	?
	18%
	10

	BRUSHES
	
	
	
	

	Main brush drive
	Hydraulic
	Hydraulic
	Belt
	11

	Floating \ Self-leveling
	YES
	?
	YES
	

	Rapid replacement
	YES
	YES
	YES
	

	Multi-bristles main brush
	YES - STANDARD
	NO
	NO
	12

	Side brush diameter
	550 mm
	500 mm
	500 mm
	

	FILTERING SYSTEM
	
	
	
	

	Type of filter
	Polyester bag
	Polyester bag
	Panel
	13

	Filtering capacity
	99.5 %
	99.5 %
	95%
	

	Number of filters
	1
	1
	1
	

	Total filtering area
	5 m²
	6 m²
	4,6 m²
	

	Filter shaking system
	Electric
	Electric
	VCS
	

	DRIVE SYSTEM (DK VERSION)
	
	
	
	

	Drive 
	Hydraulic motor on front wheel
	Hydraulic motor on rear wheel 
	Hydraulic motor on front wheel
	

	Type of wheels
	Full rubber- Non marking type
	Pneumatic 
	Full rubber - NON MARKING
	14

	Turning radius
	1600 mm
	2.200 mm
	2095
	15

	DIESEL ENGINE ( DK )
	
	
	
	

	Model 
	Kubota Model Z 602 E
	Yanmar L 100 AE
	Only petrol engine (Robin)
	16

	Rated Power
	14 hp 

Two Cylinders - Liquid Cooled
	10 HP

1 Cylinder - Liquid Cooled
	
	17

	SIZE
	
	
	
	

	Width with 1 side broom
	1400 mm
	?
	1055
	

	Length with side broom
	1695 mm
	?
	1955
	

	Height including seat
	1430 mm
	?
	1435
	

	WEIGHT
	
	
	
	

	Weight 800 DK
	761 Kg
	690 Kg
	?
	


MODEL „XTREMA“ vs DULEVO 1100 AND TENNANT 6200   

	NOTE NUMBER
	FEATURE\BENEFIT

	1/2/3/4/5
	The large main brush combined to a large sweeping path and a faster operational speed, allows for an overall larger working capacity and productivity. 

	6
	The capacity of the dirt container is larger than most competitors’, thus granting better productivity and reduced emptying times.

	7
	The BACK LOADING SYSTEM grants: the possibility to fit the second side brush without reducing the container capacity, the possibility to fit a flap-raising device for collection of larger debris, and a better operational visibility. 

	8
	Much easier maneuverability in occasion of dumping operations. 

	9
	The flap lift allows the collection of larger, bulkier and heavier debris.

	10
	The hydraulic drive allows the Xtrema to overcome steep gradients

	11
	The system offers all the advantages of a heavy duty transmission but without weak points such as chains, joints and couplings.

	12
	To enable the main brush to work on most floor types, we have designed a 3 section bristle brush.  Integrated in the same brush are: a fine bristle section for fine dust, a thicker bristle section for heavier dust, and a heavy bristle section for large debris.

	13
	Xtrema is equipped with a polyester bag filter which is particularly efficient for the retaining of fine dust, and has a much longer lasting life than other traditional filters. Tennant offers a panel filter system which has disadvantages such as rapid clogging and dust coming out from the filter seals

	14
	All wheels are of "full rubber" type, therefore you will not have to worry about checking air pressure or repair flats. Large diameter wheels are fitted all round to allow for efficient work on uneven surfaces, to overcome slopes and to get onto pavements. 

Moreover, non-marking tires allow working on white floors without marking the area all over.

	15
	An exclusive “counter-rotating wheel system”, added to excellent visibility and assisted-steering, enable the Xtrema to operate in narrow spaces with extreme simplicity and maneuverability.

	16/17
	Kubota brand grants world-wide assistance. More horsepower, twin cylinder, and liquid cooled system allows for overall better performances, and longer lasting life.


MODEL „XTREMA“ vs STOLZEMBERG TT 1300 and nilfisk sr 1300 h  

	MAJOR CHARACTERISTICS
	XTREMA DK-EB
	STOLZEMBERG TT 1300
	NILFISK SR 1300 H
	NOTES

	Cleaning path only main broom
	800 mm
	800 mm
	800 mm
	

	Cleaning path main broom + 1 side broom
	1100 mm
	1100 mm
	1050 mm
	

	Cleaning path main broom + 2 side brooms
	1400 mm
	1300 mm
	1310 mm
	

	Max cleaning capacity
	11.900 m²/h
	13.000 m²/h
	10.800 m²/h
	1

	Max. forward speed  DK 
	8,5  Km\h
	10 Km/h
	8 Km/h 
	2

	Capacity of dirt container ( REAL volume )
	150 l
	-
	130 l
	3

	Loading system
	Rear - hydraulic
	Rear - hydraulic
	Rear - hydraulic
	

	Dumping height 
	1.350 mm
	1500 mm
	1.420 mm
	

	Flap lift
	Yes
	Yes 
	Yes
	

	Max. recommended gradients 
	20 %
	20 %
	20%
	

	BRUSHES
	
	
	
	

	Main brush drive
	Hydraulic
	Belt
	Belt
	4

	Floating \ Self-leveling
	YES
	-
	YES
	

	Rapid replacement without tools
	YES
	-
	yes
	

	Multi-bristles main brush
	YES - STANDARD
	NO
	YES
	5

	Side brush diameter
	550 mm
	-
	500 
	

	FILTERING SYSTEM
	
	
	
	

	Type of filter 
	Polyester bag
	Panel - paper
	Panel - paper
	6

	Filtering capacity
	99.5 %
	95%
	95%
	

	Number of filters
	1
	1
	1
	

	Total filtering area
	5 m²
	6 m²
	7 m²
	

	Filter shaking system
	Electric
	Electric
	Electric
	

	DRIVE SYSTEM (DK VERSION)
	
	
	
	

	Drive 
	Hydraulic motor on front wheel
	Electric on rear wheel
	Electric on rear wheel
	7

	Type of wheels
	Full rubber- Non marking type
	Full rubber
	Full rubber
	8

	Turning radius
	1600 mm
	-
	1690 mm
	9

	DIESEL ENGINE ( DK )
	
	
	
	

	Model 
	Kubota Model Z 602 E
	Lombardini 11,7 Kw
	Lombardini 7,3 Kw
	10

	Rated Power
	14 hp 

Two Cylinders - Liquid Cooled
	Two cylinders – water-cooled
	9.9 HP

One cylinder – air cooled
	11

	SIZE
	
	
	
	

	Width with 1 side broom
	1400 mm
	1130 
	1200 mm
	

	Length with side broom
	1695 mm
	1830 
	1750 mm
	

	Height including seat
	1430 mm
	1540
	1370 mm
	

	WEIGHT
	
	
	
	

	Weight 800 DK
	761 Kg
	690 kg
	574 Kg 
	


MODEL „XTREMA“ vs STOLZEMBERG TT 1300 and nilfisk sr 1300 h  
	NOTE NUMBER
	FEATURE\BENEFIT

	1/2
	The faster operational speed allows for an overall larger productivity. 

	3
	The capacity of the dirt container is larger than most competitors’, thus granting better productivity and reduced emptying times.

	4
	The system offers all the advantages of a heavy duty transmission but without weak points such as chains, joints and couplings.

	5
	To enable the main brush to work on most floor types, we have designed a 3 section bristle brush.  Integrated in the same brush are: a fine bristle section for fine dust, a thicker bristle section for heavier dust, and a heavy bristle section for large debris.

	6
	Xtrema is equipped with a polyester bag filter which is particularly efficient for the retaining of fine dust, and has a much longer lasting life than other traditional filters. Our competitor machines offer a panel filter system which has disadvantages such as rapid clogging and dust coming out from the filter seals

	7
	The hydraulic drive ensures powerful performances and eliminates weak points such as chains, joints and couplings. Easier maintenance.

	8
	Non-marking tires allow working on white floors without marking the area all over.

	9
	An exclusive “counter-rotating wheel system”, added to excellent visibility and assisted-steering, enable the Xtrema to operate in narrow spaces with extreme simplicity and maneuverability.

	10/11
	Kubota brand grants world-wide assistance. More horsepower, twin cylinder, and liquid cooled system allows for overall better performances, and longer lasting life.


